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Reach A: Begins approximately 660 ft 
seaward from Green Can #1; ends 
approximately 100 ft seaward from 

Green Can #3. 

Map 128; 
Sheet 1 of 
1; 2 May 

2006 

150 0.197 8 7.8 7.7 6.1 

Reach B: Begins approximately 100 ft 
seaward from Green Can #3; ends 
approximately 235 ft seaward from 

Green Can #5.  

Map 128; 
Sheet 1 of 
1; 2 May 

2006 

150 0.099 8 5.8 5.4 3.1 

Reach C: Begins approximately 235 ft 
seaward from Green Can #5; ends at 

boat harbor. 

Map 128; 
Sheet 1 of 
1; 2 May 

2006 

150 0.127 8 0.5 1.9 +0.7 

        

        

        

        

        

REMARKS: 
• All depths in MLW 
• Channel length is in nautical miles. 
• Reach A: Shoaling is present in the right outside quarter beginning approximately 450 ft seaward from Red Nun #2 

and continuing for approximately 350 ft; additional shoaling in the left outside quarter begins approximately 500 ft 
from Green Can #3 and continues approximately 400 ft; shoaling is present in the middle half of the channel 
beginning approximately 200 ft seaward from Green Can #3.  

• Reach B and C:  In general, shoaling is present throughout the entire width of the channel.  
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